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1

5

210

INTENSITY

HUE

HUE FINE

SATURATION

2

3

4

NO FUNCTION

2700K

3000K

3200K

3500K

4000K

4200K

4500K

5600K

6000K

6500K

7200K

8000K

CCT

6

ZOOM

NO FUNCTION

STROBE FROM SLOW TO FAST 0-25Hz

NO FUNCTION

LIGHTNING STROBE 

NO FUNCTION

RANDOM SROBE

179

7

NO FUNCTION

OFF

DIM1

DIM2

DIM3

DIM4

DIMMER SPEED

STROBE

9

129

200 NO FUNCTION

ZOOM RESET

NO FUNCTION
8

 Note: This product have four DMX512 channel configuration:    HSIC , SSP , TOU
R , TR16 .

4.1    CHANNEL ASSIGNMENT

4  USING A DMX512 CONTROLLER

CHANNEL   FUNCTIONVALUE  
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1 MASTER DIMMER

RED

GREEN

BLUE

WHITE

2

3

4

6

ZOOM

NO FUNCTION

STROBE FROM SLOW TO FAST 0-25Hz

NO FUNCTION

LIGHTNING STROBE 

NO FUNCTION

RANDOM SROBE

179

7

STROBE

5

NO FUNCTION

OFF

DIM1

DIM2

DIM3

DIM4

DIMMER SPEED

9

129

200 NO FUNCTION

ZOOM RESET

NO FUNCTION
8

CHANNEL   FUNCTIONVALUE  
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1 MASTER DIMMER

RED

GREEN

BLUE

WHITE

2

3

4

COLOR MARCOS

200

NO FUNCTION

RED 100%  / GREEN UP  / BLUE  0%

RED DOWN / GREEN 100%  / BLUE 0%

RED 0%  / GREEN 100%  / BLUE UP

 RED 0%  / GREEN DOWN  / BLUE 100%

RED UP  / GREEN 0%  / BLUE 100%

RED 100% /GREEN 0%/BLUE DOWN

RED 100%/GREEN UP/BLUE UP

RED DOWN/GREEN DOWN/BLUE 100%

ALL LEDS AT FULL OUTPUT

2700K

3000K

3200K

3500K

4000K

4200K

4500K

5600K

6000K

6500K

7200K

8000K

205

7

NO FUNCTION

STROBE FROM SLOW TO FAST 0-25Hz

NO FUNCTION

LIGHTNING STROBE 

NO FUNCTION

RANDOM SROBE

179

STROBE

5

6

CHANNEL   FUNCTIONVALUE  
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140

AUTO9  

AUTO10

 PROGRAM1

 PROGRAM2

 PROGRAM3

 PROGRAM4

 PROGRAM5

 PROGRAM6

 PROGRAM7

 PROGRAM8

 PROGRAM9

 PROGRAM10

150

8

ZOOM10

AUTO SPEED ADJUSTMENT9

NO FUNCTION

OFF

DIM1

DIM2

DIM3

DIM4

DIMMER SPEED

12
129

200 NO FUNCTION

ZOOM RESET

NO FUNCTION
11

      

  

  

  

  

  

  

  

  

  

 

CHANNEL VALUE FUNCTION 

 AUTO 

 NO FUNCTION 

 AUTO1  

 AUTO2  

 AUTO3 

 AUTO4 

 AUTO5 

 AUTO6  

 AUTO7  

 AUTO8
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1 MASTER DIMMER

MASTER DIMMER FINE

RED

RED FINE

GREEN

GREEN FINE

BLUE

BLUE FINE

WHITE

WHITE FINE

2

3

4

COLOR MARCOS

200

NO FUNCTION

RED 100%  / GREEN UP  / BLUE  0%

RED DOWN / GREEN 100%  / BLUE 0%

RED 0%  / GREEN 100%  / BLUE UP

 RED 0%  / GREEN DOWN  / BLUE 100%

RED UP  / GREEN 0%  / BLUE 100%

RED 100% /GREEN 0%/BLUE DOWN

RED 100%/GREEN UP/BLUE UP

RED DOWN/GREEN DOWN/BLUE 100%

ALL LEDS AT FULL OUTPUT

2700K

3000K

3200K

3500K

4000K

4200K

4500K

5600K

6000K

6500K

7200K

8000K

205

12

NO FUNCTION

STROBE FROM SLOW TO FAST 0-25Hz

NO FUNCTION

LIGHTNING STROBE 

NO FUNCTION

RANDOM SROBE

179

STROBE

5

11

6

7

8

9

10

CHANNEL   FUNCTIONVALUE  
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140

AUTO9 

AUTO10

 PROGRAM1

 PROGRAM2

 PROGRAM3

 PROGRAM4

 PROGRAM5

 PROGRAM6

 PROGRAM7

 PROGRAM8

 PROGRAM9

 PROGRAM10

150

13

ZOOM15

AUTO SPEED ADJUSTMENT14

NO FUNCTION

OFF

DIM1

DIM2

DIM3

DIM4

DIMMER SPEED

17 129

200 NO FUNCTION

ZOOM RESET

NO FUNCTION

16

      

  

  

  

  

  

  

  

  

  

 

CHANNEL VALUE FUNCTION 

 AUTO 

 NO FUNCTION  

 AUTO1 

 AUTO2 

 
AUTO3

 

 
AUTO4

 

 
AUTO5

 

 
AUTO6

 

 
AUTO7

 

 
AUTO8
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1

2

3

4

5

CHANNEL   FUNCTIONVALUE  

AR2.S

MASTER DIMMER

RED

GREEN

BLUE

WHITE

STROBE6

1

2

3

4

5

CHANNEL   FUNCTIONVALUE  

AR2.D

MASTER DIMMER

RED

GREEN

BLUE

WHITE

 
 

 

 

 

Important note:

In AR2.S  &  AR2.D  channel modes there is no zoom channel available. 
However you can set a fixed beam angle manually so you can use the 
BT-SMARTZOOM also with these simple channel modes. 

To set the fixed beam angle: 
* In de setup menu select SETTING > BEAM ANGLE
* Set the beam angle manually from 000 to 255.

 
From now on the beam angle setting will be used for AR2.S and AR2.D

 
While using another channel mode, the beam angle settings will not be used.
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http://WWW.BRITEQ-LIGHTING.COM
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